








SIZE & WEIGHT

MODEL CAPACITY WEIGHT FULL Kg HGT X DIA mm
AUTS 210 210 ltrs 270 1500 x 600
AUTS 250 250 ltrs 315 1750 x 600
AUTS 300 300 ltrs 370 2025 x 600

TECHNICAL SPECIFICATIONS

MAX COLD WATER PRESSURE 3 BAR
MAX TANK OPERATING PRESSURE 3 BAR
MAX OPERATING TEMPERATURE 90 DEGREES

IMMERSION HEATERS 3KW /230CAC 0.75”

EXPANSION VESSEL POTABLE 2 LITRE 3 BAR
HEAT EXCHANGER HOT WATER 35KW

HEAT EXCHANGER SOLAR 1 7KW

HEAT LOSS 210 LITRE 2.IKW /24 HRS

HEAT LOSS 250 LITRE 2.3KW /24 HRS

HEAT LOSS 300 LITRE 2.5KW /24 HRS

FOAM GWP |

SPARE PARTS

2 LITRE EXPANSION VESSEL AA0001
BLENDING VALVE AA0002
TUNDISH I5mm x 22mm AA0279
AUTO AIR VALVE AA0004

3KW IMMERSION HEATER 1.75” HIGHTEMP ~ AA0005

CONTROL THERMOSTAT AA0007

INSTALLER & COMMISSIONING ENGINEER DETAILS

Customer Details

Name

Address

Tel No.

w

Installer Details

Name

Address

Tel No.
DATE
REGISTRATION DETAILS

(Where applicable for unvented systems)
REG No.

ID SERIAL No. etc.

Name

Address

Tel No.
DATE
REGISTRATION DETAILS

(Where applicable for unvented systems)
REG No.
ID SERIAL No. etc.

Servicing Requirements

I. Check pressure reducing valve
(if fitted) is 3.0 bar static and adjust
if necessary.

N

. Check flow rates are correct at |8 litres
per minute. Clean filter in pressure
reducing valve only if required.

. Check P&T valve operation and safe
discharge.

»

Check expansion vessel(s) are
appropriately charged.

v

. Check blending valve output
temperature is 55°C or lower.

Should further assistance or clarification
be required contact Advance Advice on
0121 568 8778.

Failure to carry out annual service/
maintenance requirements and log proof
in service/maintenance records may
invalidate warranty.

Appliance Details

Model

Capacity Litres

Serial No.

General Installation

Has a check been done for joint
tightness and leaks? Yes|:| Nol:l

Has a check been done for

Yesl:l NOI:’

electrical safety?





